STEEL POLE

L % 0.D. X .237 WALL SCHEDULE 40-10.79 LB/FT

GALVANIZED PER ASTM-A-123 IF REQUIRED POST CAP
P85L0
ALUMINUM POLE
6063-T6 ALLOY T
| N~
4 5" 0.D. X .237 WALL SCHEDULE 40-3.75 LB/FT
SPUN FINISH (UNLESS SPECIFIED OTHERWISE)
CATALOG No. DESCRIPTION WEIGHT
*P85100-2 2' SPUN ALUMINUM POLE 7.50 LBS.
*P85100-7 7' SPUN ALUMINUM POLE 26.00 LBS.
*P85100-9 9' SPUN ALUMINUM POLE 33.50 LBS. Lo
*P85100-10.5 [0" 6" SPUN ALUMINUM POLE 39.50 LBS. 2 N
*P85200-7 7' STEEL POLE (GALVANIZED) 75.00 LBS. <9
*P85200-9 9' STEEL POLE (GALVANIZED) 97.00 LBS. .
*P85200-10.5 10" 6" STEEL POLE (GALVANIZED) 114.00 LBS. >p
P85300 SQUARE ALUMINUM BASE 23.75 LBS. s W
P8530I OCTAGONAL ALUMINUM BASE 25.50 LBS. sy X
P85306 ANCHOR BOLT (SET OF 4 WITH | NUT 5 2 g
AND WASHER PER BOLT 9.25 LBS. i >
P85307 SQUARE CAST IRON BASE w5 ‘
(PAINTED-SPECIFY GREEN OR YELLOW) 7L4.00 LBS \/Q 8\% £
P85308 SQUARE CAST IRON BASE (GALVANIZED) 7L4.00 LBS. Q_\ E
P85309 OCTAGONAL CAST IRON BASE T
(PAINTED-SPECIFY GREEN OR YELLOW) 76.00 LBS. e
P85310 OCTAGONAL CAST IRON BASE (GALVANIZED) 76.00 LBS. i
P85311 SQUARE ALUMINUM BASE (HEAT TREATED =
356-T6) 23.75 LBS. g
P85L40I PosT CAP (ACORN TYPE) 1.50 LBS.
P85402 PosT CaAP (DOME TYPE) 1.50 LBS.
N —
*OTHER LENGTHS AVAILABLE ON REQUEST. g
<l
5"
3
i H.S.
HEX NUT
18" i
‘j 6"
rr 13 5/8"
3
|
ANCHOR STANDARD
BOLT
FLAT WASHER BOLT CIRCLE
[2" MINIMUM
It 2" MAXIMUM

PELCO'S SIGNAL BASES AND POLES ARE
MANUFACTURED TO EXACTING SPECIFICATIONS
FROM THE HIGHEST QUALITY MATERIALS. THESE
PRODUCTS PROVIDE-EASE OF INSTALLATION,
DURABILITY AND THE VERY MINIMUM IN
MAINTENANCE

REQUIRED

PELCO # PB5100-9

9' SPUN ALUMINUM POLE AND

PELCO #PB5300

SQUARE ALUMINUM BASE WITH ANCHOR BOLTS
OR EQUAL
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